VION.

VION VL10 SERIES Digital

Cast Overlaminate

VL10 SERIES is a 7 year (unprinted) durability, cast PVC overlaminate with a clear,
permanent, pressure-sensitive adhesive, available in a gloss finish.

Recommended for use with VION VWrap Pro, digital print wrap film, to not only protect the
print, with UV inhibitors but enhance vibrancy.

VL10 Series provides excellent conformability, meaning it is suitable for use on the most
challenging of surfaces.

R

THE RANGE Thickness (Face Only) 35 Micron
VL10-G Gloss Cast Overlaminate

Liner 62g/m? Double Sided PE
RECOMMENDED OVERLAMINATE FOR: Shelf Life 24 months (Dry conditions, 21°C)
VION VWrap Pro
Service Temperature Range -40°C to +79°C
AVAILABLE SIZES
Adhesive Colour Clear, perman.e‘n’r
1370mm x 25m pressure-sensitive
1370mm x 50m Flat | dd
a1 A Adhesive Surface at, complex curves and deep
channels
1520mm x 50m
Minimum Application Flat application: 4.5°C to 38°C
Temperature Deep channels: 15°C to 38°C
Peel Adhesion 15 min, 21°C, 0.535 kg/cm

This information is subject to change. The values are typical for this
film and not intended for use in specifications.

Terms and Conditions All information published on this product bulletin is
based on tests believed to be accurate and reliable. We cannot therefore
guarantee it is precise. The seller shall not be liable for injury, loss or
damage, direct or consequential, arising out of the inability to use the
product. Nor shall the seller or manufacturer be liable for any costs or
expenses incurred in the processing or printing on the product.
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